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Zones 0, 1, 2

EX I CONNECTION ELEMENT

VARIANTS

Male A Female A Male B Female B Male D Female D

ITEM REFERENCES

Designation: Type: Connection: Item No.:

4 Poles coupler A M12x1 - Ø6-8 4F0101

4 Poles coupler A M12x1 - Ø4-6 4F0102

4 Poles coupler B M12x1 - Ø4-6 4F0103

4 Poles coupler B M12x1 - Ø6-8 4F0104

4 Poles coupler D M12x1 - Ø6-8 4F0105

4 Poles coupler D M12x1 - Ø4-6 4F0106

4 Poles plug A M12x1 - Ø4-6 4F0107

4 Poles plug A M12x1 - Ø6-8 4F0108

4 Poles plug B M12x1 - Ø6-8 4F0109

4 Poles plug B M12x1 - Ø4-6 4F0110

4 Poles plug D M12x1 - Ø4-6 4F0111

4 Poles plug D M12x1 - Ø6-8 4F0112

Flange socket 4 Poles (4 wires length 0,5 m) A M16x1,5 4F0113

Flange socket 4 Poles (4 wires length 0,5 m) B M16x1,5 4F0114

Flange socket 4 Poles (4 wires length 0,5 m) D M16x1,5 4F0115

Flange plug 4 Poles (4 wires length 0,5 m) A M16x1,5 4F0116

Flange plug 4 Poles (4 wires length 0,5 m) B M16x1,5 4F0117

Flange plug 4 Poles (4 wires length 0,5 m) D M16x1,5 4F0118

Protection cap flange plug 4F0119

Protection cap flange socket 4F0120

Protection cap coupler 4F0121

Protection cap plug 4F0122

Connection elements on electrical devices enable an easy and quick exchange for 
maintenance or callibration.

The Ex i connection elements are available in three different encodings.

Because of their high IP protection rate as well as their wide ambient temperature 
range, these units are made for the use in harsh environmental conditions. 
Also available are protection caps.

2014/34/UE

NOTE: this connection elements are for 

the use with intrinsically safe circuits

ATEX PLUGS & SOCKETS ZONES 0, 1, 2 (gas)
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TECHNICAL SPECIFICATIONS

Marking:  II 1G Ex ia IIC T6 Ga

Certificate: According to 2014/34/EU 

Material: Die-cast zinc (nickel plated)

Ingress protection: max. IP66/67

Operating temperature: -40ºC to +80ºC

Contact material: Gold plated

Connection: Plug: 0,75 mm2 screw type for cable 4-6 or 6-8 mm
Socket: 0,25 mm2 l=0,5m

APPLICATIONS

Zones 0, 1, 2

EX I CONNECTION ELEMENT


